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Short-form operating instructions
For detailled information see operating instructions 
 

METTLER TOLEDO 
LC-P45 Printer
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LC-P45 Printer

31

1 2 3

11.01.2000   15:28:33

 ID            71-00.6-34

 1                206.55 g

  2             3165.92 g

  3                 45.73 g

   4                  2.54 g

   Sum       3420.74 g

   ---------- END ---------

METTLER  TOLEDO

Subject to technical changes and to the availability  
of the accessories supplied with the instrument.

*705113*



11.01.2000     14:53:32
      3468.08 g
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Printing with manual
insertion of date + time

11.01.2000     14:53:32
ID         7.4.5-22.03
      3468.08 g
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F
  10   597.29 g
  11  1054.81 g
  12    29.56 g
  13   387.44 g
   :

--------- END --------

  10   735.03 g
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Selection of function
* 1 = Print

2 = Statistics
3 = Totalization
4 = Multiplication
5 = IR Drying LP16/

LJ16
6 = Pipette check
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-------- Menu -------
-
ACTIVATE:
   Factory setting
   Verification
   Calibration
RECORD HEADER:
 * No record header
   ID
   Date/ID
   Date/Time/ID
   Date/Time/ID/Bal.
LANGUAGE/SPRACHE:
 * English
   Deutsch
   Français
   Español1)

   Italiano1)

BAUD RATE:
 * 2400
   1200
PARITY:
 * even/7 bit
   odd/7 bit
   no/7 bit
   no/8 bit
HANDSHAKE:
 * off
   xon/xoff
   hardware
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Printing with automatic
addition of record header

Insertion of current
sample number

Selecting
printer function

Using functions
statistics/totalization

Using function
multiplication/division

Configuring
the printer

Checking of
balance accuracy

Printing current settings LoAd

1000.02 g
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Clear

Setting to factory setting
(menu positions with *)

0

Menu
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BAUD RATE:
 * 2400
PARITY:
 * even/7 bit
HANDSHAKE:
 * off
--------- END --------

11.01.2000     14:53:32
ID         7.4.5-22.03
1            99.5 g
2           101.5 g
3           103.5 g
4           100.5 g
5           102.4 g
6           104.5 g
:
:

n              16
x          101.98 g
s            1.86 g
srel         1.57 %
min.         99.5 g
max.        104.5 g
dif.          5.0 g
-------- END ---------
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• Select statistics
• Configure record header 8
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Save
settings

Cancel
settings
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• Select multiplication

Define rounding

Factor           3.5
                2.51 g
*               8.80
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---- BALANCE TEST ----
11.01.2000    14:31:57
METTLER TOLEDO
Balance
Type:        PG503DR-S
SNR:        1113000000

Target:   200.000
Actual:   200.001
Diff:       0.001

Internal test done

Signature:

.......................
--------- END ---------

1) either Español or Italiano


